
Base material

100% Cotton Cotton / Poly
Blend Polyester2 Nylon Cotton CanvasMesh Felt Faux Leather1, 2Iron-on type

Foil

Glitter

Holographic

315°F / 155°C
30 sec

315°F / 155°C
30 sec

315°F / 155°C
30 sec

280°F / 140°C
30 sec

280°F / 140°C
30 sec

340°F / 170°C
30 sec

280°F / 140°C
30 secEveryday 

Iron-On™

Silk2

295°F / 145°C
30 sec

295°F / 145°C
30 sec

295°F / 145°C
30 sec

255°F / 125°C
30 sec

280°F / 140°C
30 sec

280°F / 140°C
30 sec

290°F / 145°C
30 sec

255°F / 125°C
30 sec

255°F / 125°C
30 sec

280°F / 140°C
30 sec

280°F / 140°C
30 sec

330°F / 165°C
30 sec

330°F / 165°C
30 sec

330°F / 165°C
30 sec

270°F / 130°C
30 sec

Not 
recommended

270°F / 130°C
30 sec

Not 
recommended

Not 
recommended

330°F / 165°C
30 sec

330°F / 165°C
30 sec

330°F / 165°C
30 sec

285°F / 140°C
30 sec

285°F / 140°C
30 sec

285°F / 140°C
30 sec

Not 
recommended

Not 
recommended

Not 
recommended

SportFlex
 Iron-On™

305°F / 150°C
30 sec

305°F / 150°C
30 sec

Not 
recommended

Not 
recommended

Not 
recommended

Not 
recommended

Not 
recommended

Not 
recommended

Not 
recommended

Patterned 
Iron-On™

Not 
recommended

Not 
recommended

340°F / 170°C
50 sec

340°F / 170°C
50 sec

Not 
recommended

Not 
recommended

340°F / 170°C
50 sec

265°F / 130°C
20 sec

265°F / 130°C
20 sec

Iron-On 
Designs™

Not 
recommended

Not 
recommended

340°F / 170°C
50 sec

340°F / 170°C
50 sec

Not 
recommended

Not 
recommended

340°F / 170°C
50 sec

265°F / 130°C
20 sec

265°F / 130°C
20 sec

Cricut EasyPress settings with Cricut EasyPress Mat

Warm peel

Cold peel

Gentle pressure

Firm pressure

1Reverse and press step not recommended for faux leather.
2For more delicate materials, placing a Teflon sheet between your project and Cricut EasyPress is recommended.

Cardstock Corkboard Chipboard

Not 
recommended

Fusible
Fabric

Not 
recommended

315°F / 155°C
30 sec

315°F / 155°C
30 sec

Not 
recommended

330°F / 165°C
30 sec

305°F / 150°C
30 sec

315°F / 155°C
30 sec

305°F / 150°C
30 sec

315°F / 155°C
30 sec

Not 
recommended

Not 
recommended

Not 
recommended

290°F / 145°C
30 sec

290°F / 145°C
30 sec

290°F / 145°C
30 sec

290°F / 145°C
30 sec

270°F / 130°C
30 sec

280°F / 140°C
30 sec

315°F / 155°C
15 sec

315°F / 155°C
30 sec

315°F / 155°C
15 sec

315°F / 155°C
30 sec

315°F / 155°C
15 sec

315°F / 155°C
30 sec

315°F / 155°C
15 sec

315°F / 155°C
15 sec

315°F / 155°C
30 sec

315°F / 155°C
15 sec

315°F / 155°C
30 sec

Not 
recommended

270°F / 130°C
30 sec

Not 
recommended

Not 
recommended



Base material

100% Cotton Cotton / Poly
Blend Polyester2 Nylon Cotton CanvasMesh Felt Faux Leather1, 2Iron-on type

Foil

Glitter

Holographic

330°F / 165°C
30 sec

330°F / 165°C
30 sec

330°F / 165°C
30 sec

285°F / 140°C
30 sec

285°F / 140°C
30 sec

340°F / 170°C
30 sec

285°F / 140°C
30 secEveryday 

Iron-On™

Silk2

315°F / 155°C
30 sec

315°F / 155°C
30 sec

315°F / 155°C
30 sec

285°F / 140°C
30 sec

305°F / 150°C
30 sec

305°F / 150°C
30 sec

305°F / 150°C
30 sec

255°F / 125°C
30 sec

285°F / 140°C
30 sec

285°F / 140°C
30 sec

285°F / 140°C
30 sec

340°F / 170°C
30 sec

340°F / 170°C
30 sec

340°F / 170°C
30 sec

285°F / 140°C
20 sec

Not 
recommended

285°F / 140°C
30 sec

Not 
recommended

Not 
recommended

330°F / 165°C
30 sec

330°F / 165°C
30 sec

330°F / 165°C
30 sec

295°F / 145°C
30 sec

295°F / 145°C
30 sec

295°F / 145°C
30 sec

Not 
recommended

Not 
recommended

Not 
recommended

SportFlex
 Iron-On™

315°F / 155°C
30 sec

315°F / 155°C
30 sec

Not 
recommended

Not 
recommended

Not 
recommended

Not 
recommended

Not 
recommended

Not 
recommended

Not 
recommended

Patterned 
Iron-On™

Not 
recommended

Not 
recommended

340°F / 170°C
50 sec

340°F / 170°C
50 sec

Not 
recommended

Not 
recommended

340°F / 170°C
50 sec

265°F / 130°C
20 sec

265°F / 130°C
20 sec

Iron-On 
Designs™

Not 
recommended

Not 
recommended

340°F / 170°C
50 sec

340°F / 170°C
50 sec

Not 
recommended

Not 
recommended

340°F / 170°C
50 sec

265°F / 130°C
20 sec

265°F / 130°C
20 sec

Cricut EasyPress settings with towel

Warm peel

Cold peel

Gentle pressure

Firm pressure

1Reverse and press step not recommended for faux leather.
2For more delicate materials, placing a Teflon sheet between your project and Cricut EasyPress is recommended.

Cardstock Corkboard Chipboard

Not 
recommended

Fusible
Fabric

Not 
recommended

315°F / 155°C
30 sec

315°F / 155°C
30 sec

Not 
recommended

330°F / 165°C
30 sec

305°F / 150°C
30 sec

315°F / 155°C
30 sec

305°F / 150°C
30 sec

315°F / 155°C
30 sec

Not 
recommended

Not 
recommended

Not 
recommended

290°F / 145°C
30 sec

290°F / 145°C
30 sec

290°F / 145°C
30 sec

290°F / 145°C
30 sec

270°F / 130°C
30 sec

280°F / 140°C
30 sec

315°F / 155°C
15 sec

315°F / 155°C
30 sec

315°F / 155°C
15 sec

315°F / 155°C
30 sec

315°F / 155°C
15 sec

315°F / 155°C
30 sec

315°F / 155°C
15 sec

315°F / 155°C
15 sec

315°F / 155°C
30 sec

315°F / 155°C
15 sec

315°F / 155°C
30 sec

Not 
recommended

285°F / 140°C
20 sec

Not 
recommended

Not 
recommended



Cricut EasyPress™ Quick Reference Chart. 
Get professional results at home in just a few easy steps.

Set temperature and time.
Use the chart below to determine the ideal 

temperature and time for your project.

Preheat and place.
Preheat your material for 

5 seconds, then place iron-on design.

Apply heat and press.
The evenly heated plate adheres 

iron-on film in 60 seconds or less.

Reverse and press.
Flip your material to the opposite 
side and press for 15 seconds.1

Peel o� and enjoy.
Check the chart to see when you 
should peel off the iron-on liner.

Wash and care instructions.

Foil Iron-On
Pre-wash the item before application 
without fabric softener. Allow 24 hours after 
application before washing. Hand wash 
inside out in cold water. Do not bleach. 
Hang dry only.

Metallic / Everyday Iron-On
Pre-wash the item before application 
without fabric softener. Allow 24 hours 
after application before washing. Wash 
and tumble dry inside out. Do not bleach.

Glitter Iron-On
Pre-wash the item before application 
without fabric softener. Allow 24 hours 
after application before washing. Wash 
and tumble dry inside out. Do not bleach.

Holographic Iron-On
Pre-wash the item before application without 
fabric softener. Allow 24 hours after 
application before washing. Hand wash inside 
out. Do not bleach. Hang dry only.

SportFlex Iron-On
Pre-wash the item before application 
without fabric softener. Allow 24 hours 
after application before washing. Wash 
and tumble dry inside out. Do not bleach.

Patterned Iron-On
Pre-wash the item before application 
without fabric softener. Allow 24 hours 
after application before washing. Wash 
and tumble dry inside out. Do not bleach.

Iron-On Designs
Pre-wash the item before application 
without fabric softener. Allow 24 hours 
after application before washing. Wash 
and tumble dry inside out. Do not bleach.


